
G
a
s
k
e
t

f
a
c
i
n
g

H
e
a
d

2
A

-
-
-

L
1
2
3
4

3
0
E

3
B

-
-
-

R
1
2
3
4

6
5

4
C

5
0

L
1
2
3
4

3
0

F
itt

e
d

a
lte

rn
a

te
ly

1
0
3

B
5
0

R
1
2
3
4

6
5

1
0
4

C
3
2

L
1
2
3
4

3
0

F
itt

e
d

a
lte

rn
a

te
ly

1
6
7

C
3
2

R
1
2
3
4

3
0

1
6
8

C
-
-
-

L
1
2
3
4

3
0

1
6
9

D
-
-
-

R
1
0
0
4

3
0

1
7
0

E
-
-
-

L
0
0
0
0

3
0

PHE Duties:
---------------------------------------------------------------
Duty Liquid Flowrate Pressure Heatrate Temperature

Loss Range
m³/h bar kW °C

---------------------------------------------------------------
1

Ethylene… 330 0.76 3204 47.7-38
Sea Wate… 330 0.68 3204 32-40.6

Fluid Volumes in PHE
-------------------------------------

1: 148 l Ethylene G…
2: 148 l Sea Water …

Component Summary
-----------------

Sec ID Qty Material No Plate Description
--------------------------------------------------------------------

1
1 A 1 G4311K4XTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…
1 B 51 G4319F4XTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…
1 C 83 G4311F4XTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…
1 C 32 G4311F4XTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…

1 D 1 G4311FCXTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…
1 E 1 G4311F0XTX4AXXXA 0.4 mm Titanium ASTM B265 grade 1, Pa…

Sec Qty Material No Gasket Description
-------------------------------------------------------------------

1
1 168 B305900590 NBR per. (FDA), Paraclip FCNX
1 1 B308400590 NBR per. (FDA), Paraclip multi-piece EC…
1 4 B305904700 NBR per. (FDA), Port Ring RHL3

Sec Qty Material No Pos Fitting Description
-------------------------------------------------------------------

1 4 BX80027780 H3 NW150 Flange (Studded) Rubber Lin…
1 4 BX80027780 H2 NW150 Flange (Studded) Rubber Lin…
1 4 BX80027780 H1 NW150 Flange (Studded) Rubber Lin…
1 4 BX80027780 H4 NW150 Flange (Studded) Rubber Lin…

Sec Qty Material No Description
-------------------------------------------------------------------

1 1 BX80026590 A055 MGS-06C/3
1 1 B083331480 Head - punch code 1234
1 1 B083331430 Follower - punch code 0000
1 1 BX20010370 Packing Seeworthy group 9
1 1 B-PT-978-6 APV std. paint (0978-6)
1 1 B-PC-STD APV std blue (RAL 5010)

1 1 B-ASSEMB-A055-1 PHE assembled and tested

General details
---------------
Plate pack dimension Max 585 mm, Min 567 mm
Approximate net weight 800 kg
Total media volume App. 295 l

Design Conditions
----------------

Pressure, bar Design Vacuum Test opt…
--------------------------------------------------------
Sec 1, Ethylene Glycol 5… 6 0 9
Sec 1, Sea Water 3.5% (3… 6 0 9

Max Working pressure 6 bar
Max Differential test pressure 9 bar
Max Balanced test pressure 9 bar
Working temperature Max 95 °C, Min 0 °C
Design Code Marine Classification

SPX Flow Technology Kolding

PHE Plate Arrangement

722.001 Aux. Eng FW Cooler No.1
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